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(emICCD

emICCD 

           FEATURES  BENEFITS
emICCD

Dual Gain mechanism

Imaging Array

Thermoelectric cooling

A selection of 
Gen II

GigE interface

Optional: ®

®

®)

PI-MAX ®4: 512 EM

Applications: 
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Resolution limit

EBI 

-25° C to +55° C
CE

 * 
          

RB f f InGaAs
Wavelength Range

Gen II Gen III 

 
-25° C (Air)

*

CCD    PIMAX4:512 EM PIMAX4:512 EMB

frame transfer CCD frame transfer CCD

µ



in the timing generator of 

FEATURE  BENEFITS

Internal oscillator *

Internal Timing Generator
*

(Trigger In)
Pre Trigger In

1

2 1

Monitor

’

*
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REMOVABLE EXTENDER BRACKET

0.010 [17.53

1/4-20 THREAD

6.5mm

NOTES:
1. MOUNTING FACE TO IMAGE PLANE IS FACTORY PRESET

TO OPTICAL DISTANCE OF 0.690

1/4-20 THREAD 0.25
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AIR INTAKE VENTS
SEE NOTE 1.

AIR INTAKE VENTSMOUNTING FACE AIR EXHAUST VENTS

 INTENSIFIER DEPENDANT10.03
18.3950
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8.85±0.03 32.0224.7±0.8 1.26

0.724
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CATHODE COOLING INPUT

1.00"-32 THREAD
("C" MOUNT STANDARD)
SEE NOTE 1.
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AIR INTAKE VENTS
SEE NOTE 1.
MOUNTING FACE AIR EXHAUST VENTS

1.26 32.0
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.9 224.7±0.88.85±0.03

1.865
1.536

47.38
39.02  INTENSIFIER DEPENDANT

CATHODE COOLING INPUT

NIKON "F" MOUNT ADAPTER
SEE NOTES 1 AND 2.
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1/4-20 THREAD 0.25
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0.202X 0.129
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80

18.3mm

AIR INTAKE VENTS

0.25

M6x1.0

 INCREMENTS.ROTATED IN 180

REMOVABLE EXTENDER BRACKET

1/4-20 THREAD

6.5mm

NOTES:
1. MOUNTING FACE TO IMAGE PLANE IS FACTORY PRESET

TO OPTICAL DISTANCE OF 1.831 0.010 [46.50 0.25].

2. LENS RELEASE TRIGGER ORIENTATION CAN BE
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225.0

SEE NOTE 1.
AIR INTAKE VENTSMOUNTING FACE AIR EXHAUST VENTS
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0.20

50
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0

2X 0.129

2.
80

18.3mm

1/4-20 THREAD

6.5mm

0.25

M6x1.0

 INCREMENTS.

REMOVEABLE EXTENDER BRACKET

IN 180

NOTES:
1. MOUNTING FACE TO IMAGE PLANE IS FACTORY PRESET

       TO OPTICAL DISTANCE OF 0.894 0.010 [22.71 0.25].

2. MOUNTING FLANGE ORIENTATION CAN BE ROTATED

ON
SEE NOTE 2.

3.88 BOLT CIRCLE

CATHODE COOLING INPUT

3X #10-32 THREAD

3X 0.20[5.2] RADIAL SLOT
ON 3.60 BOLT CIRCLE
SEE NOTE 2.
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